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N E L S O N  G A L V A N I Z I N G  I N C  

11-02 BROADWAY 
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Nelson GAlvanizine EniPrpfl|rf1. fOnt-* • ~ 
i " geney LUntm^encv Plan 

•COORDINATORS! ' — 

1) John T Sweeney, Plant Manager ^  7 

NY 11106 — 

Phone^-1(516r437-5306lm°nt A'Ve"' NeW Hyde Park» NY 11040 J: . 

V pir *»•«•* 

Phone— (718) 728-0880 Way* L,I*C*» NY 11106 

3> 

Phone— (718) 728^0880 L'I-C., NY- ,11106 

4) BuonejJ J?aePh' Foreman 

,.&•$&> 72i!o8IS°adWay' L:"v 
. .. . v; , „ 

T,:b'8ir <*>" — J2& 

street entrance. These »»•« «- - . 
b® ased in small fire emergency 

situations. CALL: NYC Fire Dept. 9U 

PULL BOX! - Corner 11 
- ner Hth Street and 33rd Drive 

EXPLOSION; EVACUATE BUILDING v 

call fire dept (911^ 

PULL BOX 11th and 33rd Drive 

v.Vr" 

340369 
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CHEMICAL BURN: ACID: Flush effected area with water for a "" " v . -

Perlod of at least 15 minutes. Contact a physic

ian immediately. * V ' ' • . • - /aaaaa 

Caustic : Flush with water for a period of at 2 

''least 15 minutes. Call a physician immediately. 

CHEMICAL SPILL: ACID: 1) Notify appropriate emergency coordinator 

2) Neutralize spill with jSodium Hydroxide or • . ••• •! 

powdered lime. Test for neutralization by 

using chemical strip litmus. • • 

3) Clean up spill using proper safety equipmentL^-lSSa? 

and using properly marked containers. 

CAUSTIC: 1) Notify appropriate emergency co-. ; 

ordinator. — j 

2) Neutralize using acidic solution. Test for 

neutralization using chemical strip litmus. ---

Clean up spill using proper safety equipment 

and properly marked containers/'- * *•'Yif-- -;:v ••••. ,• 

EVACUATION: If evacuation is necessary, use any of the four (4) 

large truck doors located at each end of the buildin 

„  o n  t h e  1 2 t h  S t r e e t  a n d  1 1 t h  S t r e e t  s i d e s .  " : • '  
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